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GOLDENSPIR/4SP DIN EN 856/4SP

DN HOSE SIZEDN HOSE SIZE
MAX W.P. MIN.BEND

RADIUS WEIGHT FERRULE

mm dash inches bar psi mm kg/m

6 -4 1/4 500 7250 150 0.61 M00910-04

10 -6 3/8 460 6670 180 0.78 M00910-06

12 -8 1/2 425 6165 230 0.92 M00910-08

16 -10 5/8 400 5800 250 1.14 M00910-10

19 -12 3/4 380 5510 300 1.49 M00910-12

25 -16 1 320 4640 340 2.02 M00910-16

31 -20 1 1/4 210 3045 460 3.16 M00910-20

38 -24 1 1/2 185 2685 560 3.68 M00910-24

51 -32 2 175 2540 660 5.29 M00910-32

GOLDENSPIR/4SH DIN EN 856/4SH

DN HOSE SIZEDN HOSE SIZE
MAX W.P. MIN.BEND

RADIUS WEIGHT FERRULE

mm dash inches bar psi mm kg/m

16 -10 5/8 450 6525 250 1.37 M01300-10

19 -12 3/4 420 6090 280 1.52 M01300-12

25 -16 1 385 5585 340 2.05 M01300-16

31 -20 1 1/4 350 5075 460 2.46 M01400-20

38 -24 1 1/2 300 4350 560 3.36 M01400-24

51 -32 2 250 3625 700 4.53 M01400-32

HOSES
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GOLDENSPIR/13 SAE 100R13 EN 856/R13

DN HOSE SIZEDN HOSE SIZE
MAX W.P. MIN.BEND

RADIUS WEIGHT FERRULE

mm dash inches bar psi mm kg/m

10 -6 3/8 690 10005 152 1.12 *

12 -8 1/2 520 7540 203 1.33 *

19 -12 3/4 350 5075 241 1.65 M01300-12

25 -16 1 350 5075 305 2.29 M01300-16

31 -20 1 1/4 350 5075 419 3.59 M01300-20

38 -24 1 1/2 350 5075 508 4.81 M01300-24

51 -32 2 350 5075 635 6.90 M01300-32

GOLDENSPIR/15 SAE 100R15

DN HOSE SIZEDN HOSE SIZE
MAX W.P. MIN.BEND

RADIUS WEIGHT FERRULE

mm dash inches bar psi mm kg/m

19 -12 3/4 420 6090 267 1.53 M01300-12

25 -16 1 420 6090 267 2.07 M01300-16

31 -20 1 1/4 420 6090 267 3.60 M01300-20

38 -24 1 1/2 420 6090 315 4.87 M01300-24

HOSES
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TRACTOR/1T SAE 100R1AT DIN EN 853/1SN

DN HOSEDN HOSE SIZE
MAX W.P. MIN.BEND

RADIUS WEIGHT FERRULE

mm dash inches bar psi mm kg/m

5 -3 3/16 250 3625 90 0.18 M03400-03

6 -4 1/4 225 3265 100 0.23 M03400-04

8 -5 5/16 215 3120 115 0.27 M03400-05

10 -6 3/8 180 2610 130 0.33 M03400-06

12 -8 1/2 160 2320 180 0.42 M03400-08

16 -10 5/8 130 1885 200 0.49 M03400-10

19 -12 3/4 105 1525 240 0.62 M03400-12

25 -16 1 90 1305 300 0.94 M03400-16

31 -20 1 1/4 65 945 420 1.28 M03400-20

38 -24 1 1/2 50 725 500 1.53 M03400-24

51 -32 2 40 580 630 2.17 M03400-32

TRACTOR/2T SAE 100R2AT DIN EN 853/2SN

DN HOSE SIZEDN HOSE SIZE
MAX W.P. MIN.BEND

RADIUS WEIGHT FERRULE

mm dash inches bar psi mm kg/m

5 -3 3/16 415 6020 90 0.32 M03400-03

6 -4 1/4 400 5800 100 0.37 M03400-04

8 -5 5/16 350 5075 115 0.41 M03400-05

10 -6 3/8 330 4785 130 0.52 M03400-06

12 -8 1/2 275 3990 180 0.63 M03400-08

16 -10 5/8 250 3625 200 0.74 M03400-10

19 -12 3/4 215 3120 240 0.92 M03400-12

25 -16 1 175 2540 300 1.35 M03400-16

31 -20 1 1/4 140 2030 420 2.00 M03400-20

38 -24 1 1/2 100 1450 500 2.35 M03400-24

51 -32 2 90 1305 630 3.16 M03400-32

HOSES
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TRACTOR/1K EN 857/1SC

DN HOSE SIZEDN HOSE SIZE
MAX W.P. MIN.BEND

RADIUS WEIGHT FERRULE

mm dash inches bar psi mm kg/m

6 -4 1/4 225 3265 50 0.18 M00810-04

8 -5 5/16 215 3119 55 0.21 M00810-05

10 -6 3/8 180 2610 60 0.26 M00810-06

12 -8 1/2 160 2320 70 0.33 M00810-08

16 -10 5/8 130 1885 90 0.43 M00810-10

20 -12 3/4 105 1525 100 0.54 M00810-12

25 -16 1 88 1275 160 0.76 M03400-16

TRACTOR/2K EN 857/2SC

DN HOSE SIZEDN HOSE SIZE
MAX W.P. MIN.BEND

RADIUS WEIGHT FERRULE

mm dash inches bar psi mm kg/m

6 -4 1/4 400 5800 45 0.28 M03400-04

8 -5 5/16 350 5075 55 0.33 M03400-05

10 -6 3/8 330 4785 65 0.42 M03400-06

12 -8 1/2 275 3990 80 0.52 M03400-08

16 -10 5/8 250 3625 90 0.60 M03400-10

19 -12 3/4 215 3120 120 0.81 M03400-12

25 -16 1 165 2395 160 1.16 M03400-16

HOSES
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LYTE--FLEX SAE 100R16

DN HOSE SIZEDN HOSE SIZE
MAX W.P. MIN.BEND

RADIUS WEIGHT FERRULE

mm dash inches bar psi mm kg/m

6 -4 1/4 350 5075 51 0.27 M03400-04

8 -5 5/16 300 4350 57 0.30 M03400-05

10 -6 3/8 280 4060 64 0.37 M03400-06

12 -8 1/2 245 3555 89 0.46 M03400-08

16 -10 5/8 190 2755 101 0.60 M03400-10

19 -12 3/4 155 2250 121 0.78 M03400-12

25 -16 1 138 2000 152 1.09 M03400-16

31 -20 1 1/4 112 1625 209 1.42 M03400-20

SPIRTEX SAE 100R4

DN HOSE SIZEDN HOSE SIZE
MAX W.P. MIN.BEND

RADIUS WEIGHT FERRULE

mm dash inches bar psi mm kg/m

19 -12 3/4 21 305 127 0.79 -

25 -16 1 17 247 152 0.94 -

31 -20 1 1/4 14 203 205 1.20 -

38 -24 1 1/2 10 145 254 1.53 -

51 -32 2 7 102 305 2.00 -

65 -40 2 1/2 4 58 356 2.70 -

75 -48 3 4 58 457 3.15 -

90 -56 3 1/2 3 44 533 3.85 -

100 -64 4 2 29 610 4.40 -

HOSES
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12EU001 SAE 100R7, EN 855

DN HOSE SIZEDN HOSE SIZE
MAX W.P. MIN.BEND

RADIUS WEIGHT FERRULE

mm dash inches bar psi mm kg/m

5 -3 3/16 207 3000 45 0.08 M00810-03

6 -4 1/4 190 2750 50 0.11 M00810-04

8 -5 5/16 172 2500 50 0.13 M00810-05

10 -6 3/8 155 2250 80 0.15 M00810-06

12 -8 1/2 138 2000 100 0.22 M00810-08

13EU001 SAE 100R8

DN HOSE SIZEDN HOSE SIZE
MAX W.P. MIN.BEND

RADIUS WEIGHT FERRULE

mm dash inches bar psi mm kg/m

5 -3 3/16 345 5000 45 0.07 -

6 -4 1/4 345 5000 50 0.10 -

8** -5 5/16 293 4250 65 0.13 -

10 -6 3/8 276 4000 80 0.14 -

12 -8 1/2 241 3500 115 0.20 -

* * HOSE SIZE NOT IN SAE 100R8 SPECIFICATION

HOSES
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SUPERJET 250 BLUE

DN HOSE SIZEDN HOSE SIZE
MAX W.P. MIN.BEND

RADIUS WEIGHT FERRULE

mm dash inches bar psi mm kg/m

6 -4 1/4 230 3335 100 0.23 M00810-04

8 -5 5/16 210 3000 114 0.27 M00810-05

10 -6 3/8 250 3625 95 0.25 M00810-06

12 -8 1/2 160 2320 178 0.42 M00810-08

PRO-JET/400

DN HOSE SIZEDN HOSE SIZE
MAX W.P. MIN.BEND

RADIUS WEIGHT FERRULE

mm dash inches bar psi mm kg/m

6 -4 1/4 450 6525 100 0.37 M00910-04

8 -5 5/16 400 5800 114 0.41 M00910-05

10 -6 3/8 400 5800 130 0.53 M00910-06

12 -8 1/2 280 4000 178 0.63 M0910-08

HOSES


